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CMCP801/805
Eddy Probe Mounting Accessories

CMCP801 Eddy Probe Holder, External Mount

The CMCP801 Eddy Probe Holder is designed for
external mount of proximity probes as described and
recommended by AP1670. External (through the case)
mounting allows for easy removal, inspection and
adjustment of the proximity probe. The CMCP801
comes with a standard length of 12", and has an
adjustment range of £ 1.0" (2.54 cm). The sleeve may
be cut to your required length. Prior to ordering, the
insertion depth should be measured or calculated. If the
required depth is greater than 12", please call to
specify the length needed.

CMCP Part Number Description o Meets API670 external mounting
CMCP801 XX | 12" Insertion Depth specifications
01 3/8"-24 UNF Probe e 316 Stainless Steel
02 1/4"-28 UNF Probe e Provided with four 3/4" NPT Hubs

3/4" NPT Case Entry (Optional 1/2"
NPT reduction bushing available)

CMCP805 Eddy Probe Bracket, Internal Mount

The CMCP805 Eddy Probe Bracket eliminate the chore of making special

brackets or fixtures for a internally mounted eddy probe installation. Threaded and slotted, the
CMCP805 insures a firm grip and stable installation once you have properly positioned the probe.

e Machined aluminum
e Threaded and slotted to insure position and stability

CMCP Part Number Description
CMCP805 -01 3/8"-24 UNF Probe Body
-02 1/4"-28 UNF Probe Body
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